Roof
Covering 35 mm galvanized trapezoidal plate, tl.0, 75 mm
Mineral wool insulation tl.80mm
Souč.tepelného transmission W/m2K U = 0.577 (for izolaci80mm)
Internal lining laminated chipboard tl.10mm, white
Discharge of water organized 4 assembly ø60mm
Carrying capacity 150 kg / m²

Wall
Casings galvanized profiled sheet 0.55 mm
Finish painting a two-color RAL customized
Mineral wool insulation thickness. 60 mm
Souč.tepelného transmission W/m2K U = 0.692 (for the isolation of 60 mm)
Internal lining laminated chipboard tl.10mm, white
Parozábrana vapor film tl.0, 2 mm

Floor
Construction of steel frame, floor cross-beams to cover the code pozinkovaným sheet thickness. 0.55 mm
Mineral wool insulation tl.80mm
Souč.tepelného transmission W/m2K U = 0.591 (for the isolation of 80 mm)
The floor of chipboard 22 mm / 22 mm cetris
Floor covering gray PVC thickness. 1.5 mm
Carrying capacity 250 kg / m²

Wiring
Standard ČSN or VDE (distribution in the walls and ceiling)
Supply-output 400V/32A
Light two lamps 1 x 36W
Accessory socket 3 ×, 1 × switch imbedded in the wall, electric wall 2 kW convector with thermostat
El.rozvaděč 1 x 10A, 2 × 16 A, FI-circuit breaker

Facilities
Doors galvanized sheet 875 x 2000 mm, with forging a cylindrical insert, painted according to color
Plastic window 1765 x 1355 mm, otvíravě fold with integrated plastic shut

