1. Supporting structure

 

Solid steel frame:

2. Walls

* Cladding: galvanized trapezoidal steel sheet, thickness. 0.55 mm

3. Roof

Utility load 1.5 kN / m²

* Cover: galvanized trapezoidal steel sheet, thickness. 0.75 mm

4. Floor

Utility load 3.5 kN / m²

* Carrier layer: cement slabs, thickness. 22 mm

5. Handling

* Crane for lifting the eye in the corners of main frame (the mesh according to ISO standards)

6. Requirements based on

* Containers must be placed on a horizontal surface (prepared by a customer in tolerance max 10 mm)
* Possible types of foundations: a wooden or steel beams, concrete panels, belts or foot

7. Basic equipment

Door

* Exterior double steel, 2000 / 2200 mm, with cylindrickým lock and three keys - 1 pc

8. Facilities for a fee of

Wiring

* Conducted in the walls and ceiling (the implementation in accordance with valid ČSN, DIN, including audit reports)
* Cabinet with current protector circuit breakers and FI - 1 pc
* When using outdoor outlets 400V / 32A
* Grounding led out in the bottom frame
* Lamp IP54 1 x 36 W - 2 pcs, switch - 1 pc, socket 230 V - 1 pc plug 400V / 16A - 1 pc

Protected storage room

* Pozinkovaným with steel grate (elevated utility load floor)

External finish

* Two-PUR spray paint, standard shades RAL 5010, 7032, 7035, 9002, 9010

